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SD Series 500 | 600 

DESCRIPTION 

JAYCO SD Series Bearing Housings are heavy-duty, horizontally split plummer block housings designed for 
applications involving high loads, shock conditions, and harsh environments. Compared to SN, SNA, and SNL 
series, SD housings offer superior rigidity and load capacity, making them suitable for bearing series 22200 CK 
and 22300 CK  above, with shaft diameters ranging from 150 mm to 450 mm. These housings are widely used in 
cement plants, steel industries, mining operations, rolling mills, power plants, and paper industries. 

DESIGN CONSTRUCTION 
- Horizontally split housing for easy mounting and dismantling.- Heavy-duty design for high load applications.- 

Hollow base construction for multi-directional load handling.- Reinforced ribbed base for increased strength. - 
Stable performance under vibration and high temperature. - Casting design optimized for consistency and 
durability. 

LUBRICATION 
JAYCO SD housings are suitable for both grease and oil lubrication systems. - Grease lubrication as standard 
Oil bath and circulating oil lubrication possible.  - Central lubrication hole provided in cap Internal sump design 
ensures smooth lubricant flow. - Oil drain and oil level indicator provision available. 

MATERIAL 
JAYCO SD housings are manufactured in the following materials: 

1.Cast Iron – IS 210 FG 220 |  2.Cast Steel – IS 1030 Gr 280–520 W   |  3. S.G. Iron – IS 210 Grade 400/12 or 400/15 

Material selection depends on application load and working conditions 

BEARING ARRANGEMENT 
Floating bearing arrangement (standard) 
Locating arrangement possible using locating rings 

SERIES RANGE 
JAYCO SD housings are available in the following dimensional series: 

SD 500 Series – for bearing series 22200 K (with adapter sleeve) 
SD 600 Series – for bearing series 22300 K (with adapter sleeve) 
SD 3300 Series – for bearing series 23000 K (with adapter sleeve) 

For cylindrical shaft applications, housings are available with suffix: 
G / EG / TS (Example: SD 534 GTS) 

MOUNTING 
Provided with four foundation bolt slots. 
Wide and rigid base ensures secure installation. 
Designed to withstand heavy vibration and shock loads. 

APPLICATIONS 
Cement Plants | Steel Plants | Mining & Crushers | Rolling Mills 
Power Generation Units | Paper & Pulp Industries | Heavy Material Handling Systems 

KEY ADVANTAGES 
High load carrying capacity. | Suitable for severe operating conditions. | Flexible lubrication options. | Reliable 
sealing performance. | Easy maintenance and long service life. 
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Plummer 
Block 

Designation 

Shaft 
Diameter 

da 

Dimensions are in mm 
Suitable 
bearing 

Adapter 
Sleeve 

Locating ring 

a b c I h1 h m n v u s D Ca 

SD 528 125 500 150 50 205 300 150 420 80 45 33 M 27 250 88 22228 CK H 3128 10/250 - 2 FRB 

SD 530 135 550 220 55 240 160 320 450 120 45 33 M 27 270 93 22230 CK H 3130 10/270 - 2 FRB 

SD 532 140 580 230 55 250 170 340 480 130 45 33 M 27 290 100 22232 CK H 3132 10/290 - 2 FRB 

SD 534 150 620 250 60 270 180 360 510 140 50 36 M 30 310 106 22234 CK H 3134 
10/310 - 2 FRB 

SD 536 160 650 260 60 280 190 380 540 150 50 36 M 30 320 106 22236 CK H 3136 10/320 - 2 FRB 

SD 538 170 700 280 65 290 200 400 570 160 55 40 M 33 340 112 22238 CK H 3138 10/340 -2 FRB 

SD 540 180 740 290 65 300 210 420 610 170 55 40 M 33 360 118 22240 CK H 3140 10/360 - 2 FRB 

SD 544 200 820 320 70 330 240 475 680 190 62 42 M 36 400 128 22244 CK H 3144 10/400 - 2 FRB 

SD 548 220 880 330 85 340 260 515 740 200 65 45 M 39 440 140 22248 CK H 3148 10/440 - 2 FRB 

SD 552 240 940 360 85 370 280 555 790 210 65 45 M 39 480 150 22252 CK H 3152 10/480 - 2 FRB 

SD 556 260 990 380 100 390 300 590 830 230 77 52 M 45 500 150 22256 CK H 3156 10/500 -2 FRB 

SD 560 280 1060 400 100 410 325 640 890 250 77 52 M 45 540 160 22260 CK H 3160 10/540 -2 FRB 

SD 564 300 1110 430 110 440 690 355 930 270 85 56 M 48 580 170 22264 CK H 3164 10/580 -2 FRB 

SD 500 Series Plummer block with Felt Seal or with Labyrinth Seal 

"Felt Seal Type" "ATS End Close Type" "TS Thorough Type""Top View" 

"Elevation" 

BF Type - Through Shaft Located Bearing 
BL Type - Through Shaft Non Located Bearing 

AF Type - Close End Located Bearing 
AL Type - Close End Non Located Bearing 
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Plummer 
Block 

Designation 

Shaft 
Diameter 

da 

Dimensions are in mm 
Suitable 
bearing 

Adapter 
Sleeve 

Locating ring 

a b c I h1 h m n v u s D Ca 

SD 626 115 580 230 55 280 170 340 480 130 45 33 M 27 280 113 22326 CK H 2326 10/280 - 2 FRB 

SD 628 125 580 230 55 250 170 340 480 130 45 33 M 27 300 122 22328 CK H 2328 10/300 - 2 FRB 

SD 630 135 650 260 60 280 190 380 540 150 50 36 M 27 320 128 22330 CK H 2330 10/320 - 2 FRB 

SD 632 140 700 280 65 290 200 400 570 160 55 40 M 30 340 134 22332 CK H 2332 10/340 - 2 FRB 

SD 634 150 740 290 65 300 210 420 610 170 55 40 M 30 360 140 22334 CK H 2334 10/360 - 2 FRB 

SD 636 160 780 310 70 320 225 450 640 180 62 42 M 33 380 146 22336 CK H 2336 10/380 - 2 FRB 

SD 638 170 820 320 70 330 240 475 680 190 62 42 M 33 400 152 22338 CK H 2338 10/400 - 2 FRB 

SD 640 180 860 340 85 350 250 500 710 200 65 45 M 36 420 158 22340 CK H 2340 10/420 - 2 FRB 

SD 644 200 920 350 85 360 280 550 770 210 65 45 M 39 460 165 22344 CK H 2344 10/460 - 2 FRB 

SD 648 220 990 380 100 390 300 590 830 230 77 52 M 45 500 175 22348 CK H 2348 10/500 - 2 FRB 

SD 652 240 1060 400 100 410 325 640 890 250 77 52 M 45 540 185 22352 CK H 2352 10/540 - 2 FRB 

SD 656 260 1110 430 110 410 355 690 930 270 85 56 M 48 580 195 22356 CK H 2356 10/580 - 2 FRB 

SD 600 Series Plummer block with Felt Seal or with Labyrinth Seal 

"Felt Seal Type" "ATS End Close Type" "TS Thorough Type""Top View" 

"Elevation" 

BF Type - Through Shaft Located Bearing 
BL Type - Through Shaft Non Located Bearing 

AF Type - Close End Located Bearing 
AL Type - Close End Non Located Bearing 
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Plummer 
Block 

Designation 

Shaft 
Diameter 

da 

Dimensions are in mm 
Suitable 
bearing 

Adapter 
Sleeve 

Locating ring 

a b c I h h1 m n v u s D Ca 

SD 3334 150 540 190 50 235 315 160 450 110 38 28 M 24 260 77 23034 K H 3034 10/260 

SD 3336 160 560 200 55 250 335 170 470 120 42 32 M 30 280 84 23036 H 3036 10/280 

SD 3338 170 580 220 55 260 340 170 480 130 42 32 M 30 290 85 23038 H 3038 10/290 

SD 3340 180 620 230 60 270 360 180 510 140 52 32 M 30 310 92 23040 K H 3040 1 FRB 10/310 

SD 3344 200 700 260 65 290 400 200 570 160 55 35 M 30 340 100 23044 K H 3044 1 FRB 10/340 

SD 3348 220 740 270 65 300 420 210 610 170 55 35 M 30 360 102 23048 K H 3048 1 FRB 10/360 

SD 3352 240 820 300 70 330 475 240 680 190 60 40 M 36 400 114 23052 K H 3052 1 FRB 10/400 

SD 3356 260 860 320 85 350 500 250 710 200 62 42 M 36 420 116 23056 K H 3056 1 FRB 10/420 

SD 3360 280 920 330 85 360 550 280 770 210 62 42 M 36 460 128 23060 K H 3060 1 FRB 10/460 

SD 3364 300 940 340 85 370 560 280 790 210 62 42 M 36 480 131 23064 K H 3064 1 FRB 10/480 

SD 3368 320 1020 370 100 400 615 310 860 230 70 50 M 42 520 143 23068 K H 3068 1 FRB 10/520 

SD 3372 340 1060 390 100 410 640 325 890 250 70 50 M 42 540 144 23072 K H 3072 1 FRB 10/540 

SD 3376 360 1080 390 100 410 665 340 900 260 70 50 M 42 560 145 23076 K H 3076 1 FRB 10/560 

SD 3300 Series Plummer block with Felt Seal or with Labyrinth Seal 

BF Type - Through Shaft Located Bearing 
BL Type - Through Shaft Non Located Bearing 

AF Type - Close End Located Bearing 
AL Type - Close End Non Located Bearing 

"Felt Seal Type" "ATS End Close Type" "TS Thorough Type""Top View" 

"Elevation" 
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